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twenty times as great Theoretically, therefore, energy got by burning zinc costs 120 times as much as that got by burning coal. Practically the difference is not nearly so great, for there is very little loss of energy in the battery by the process of conversion, while the best steam-engine cannot convert into work as much as twenty per cent, of the heat energy in the coal consumed. Still, after making every allowance, the cost of energy from zinc remains some twenty times as great as from coal, so that unless some process is found for obtaining back the zinc as a residual product, there is no prospect of this form of electricity being generally available for light or for mechanical power.
The dynamo is an instrument invented for the mechanical generation of electricity by taking advantage of the principle that electrical energy is produced by moving magnets near coils of wire, or coils of wire near
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magnets. A current is thus started by induction, and, once started, the mechanical power exerted in making the magnet or coils revolve is continually converted into electricity until the accumulated electrical energy becomes very powerful. The original energy comes of course from the coal burned in the steam-engine which makes the magnet or coils revolve.
The principle of the conservation of energy is well illustrated by the fact that as the dynamo generates an electric current if made to revolve, conversely it may be made to revolve itself if an electric current is sent through it from an exterior source. It is, therefore, available not only as a source of light in the former case, but as a direct source of mechanical power in the latter* It is on this principle that electric engines, are constructed and electric railways are worked. Here also it is a ques-